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            Abstract
          
        

        
          본 연구에서는 균일휨모멘트를 받는 HSB800 강재 플레이트거더의 횡비틀림좌굴(LTB) 강도를 비선형해석으로 평가하였다. 세장, 비조밀 및 조밀 복부판을 갖는 이축대칭단면들을 대상으로 하였으며, 초기처짐과 잔류응력의 영향을 고려하여 비탄성좌굴 영역의 LTB 강도를 평가하였다. 본 연구에서는 단일패널모델과 3-패널모델을 각각 고려하였으며, 이들 모델의 타당성을 평가하기 위해 SM490 강재 거더에 대해 해석을 수행하고 AASHTO, AISC, Eurocode 및 국내 도로교한계상태기준과 비교하였다. 이후 동일한 방법으로 HSB800 강재거더에 대해 LTB 강도 평가 해석을 수행하였으며, 비탄성 영역의 LTB 강도에 대한 현재 기준이 이축대칭 HSB800 강재 거더에서도 적용될 수 있는 것으로 평가되었다.

        

        
          
            초록
          
        

        
          In this paper, lateral-torsional buckling(LTB) strength of HSB800 steel plate girder under uniform bending moment was estimated by the nonlinear analysis. Doubly symmetric sections with slender, noncompact and compact webs were considered and the LTB strength in the inelastic range was estimated by taking initial imperfection and residual stress into account. For the numerical analysis, single-panel model and three-panel model were considered and analysis of SM490 steel plate girder was performed to judge the validity of the constructed models by comparing the results with AASHTO, AISC, Eurocode and KHBDC(LSD) codes. By using the same models, LTB strength of HSB800 girder was evaluated and it was acknowledged that the current codes can be applied to HSB800 girders with doubly symmetric section in the inelastic LTB range.
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