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            Abstract
          
        

        
          강판콘크리트(SC)구조에 관한 국내의 연구는 내력을 많이 요구하는 원전건물을 중심으로 연구가 진행되었다. 또한 SC구조는 공장생산과 모듈화시공을 통한 공기단축이 가능한 장점을 가지고 있다. 본 연구에서는 중‧저층의 일반건물에서 낮은 강도로 사용 할 수 있는 SC구조의 토대를 마련하고자 하였다. 강도를 저감시키는 방법으로 친환경재료인 황토와 시멘트를 조합하여 중요도가 낮은 건물에 사용이 가능 하도록 하였다. 본 연구에서는 중심압축하중을 받는 기둥부재를 대상으로 압축거동, 유효길이계수, 좌굴하중, 강판좌굴 및 스터드의 성능을 검증하였다.

        

        
          
            초록
          
        

        
          The domestic research of the steel plate concrete structures have been focused on the nuclear structures requiring much strong resistance. There are many advantages in the steel plate-concrete structures such as the possibility of prefabricated production and modular construction. This research tried to establish some basic design information of SC structures toward mid to low-rise general buildings with low strength. To reduce the strength mentioned, the some of the cement in weight was replaced by the soils which are traditional and environmental oriented material where the new system can be used to general buildings. This paper studied on the compressive characteristics, effective length factors, buckling loading, steel plate buckling, and stud strength using the compression member subjected to the concentrated compression loadings.
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